
SP-PF800
Power Amplifier

Features:
Line input: LINE /1.0V Input terminal: single 6.35 plug, female Output voltage: 100V/70V/4Ω-16Ω
Protection type: boot delay, boot soft start, over current compression, short circuit, over temperature,
input volume automatic compression Indicators: Power, Signal, Clip, Protect Input power:
AC230V/50Hz Aluminum Panel Production Dimension: 483*470*132 Package Size: 580*510*210Line
input: LINE /1.0V Input terminal: single 6.35 plug, female Output voltage: 100V/70V/4Ω-16Ω
Protection type: boot delay, boot soft start, over current compression, short circuit, over temperature,
input volume automatic compression Indicators: Power, Signal, Clip, Protect Input power:
AC230V/50Hz Aluminum Panel Production Dimension: 483*470*132 Package Size: 580*510*210

Specifications:
item value

Place of Origin China
Guangdong

Brand Name SURPASS
Model Number PF800
Warranty 3months-1year
Customized Yes
Rated Power 800W
Line input LINE /1.0V

Input terminal single 6.35 plug, female
Output voltage 100V/70V/4Ω-16Ω
Protection type boot delay, boot soft start, over current
Indicators Power, Signal, Clip, Protect
Input power AC230V/50Hz
Shell Material Aluminum Panel

Production Dimension 483*470*132mm
Product Name PA Power Amplifier
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