
SP-BTC522H
Ceiling Speaker

Features:
Active Speaker:
- Speaker unit: 5-inch speaker driver
- Woofer/Bass: Paper basin with black bulletproof basin
- And Japans Jiankou foam rubber edge
- Treble: 25mm core American Dupont PEEK sound film
- Bass is strong, Treble is clear, very good sound quality
- Frequency response: 100HZ-20KHZ
- Sensitivity: 88db
- Product size: (203*145mm
- Opening cutout size: 0180mm
- Material: Metal front grille. ABS narrow edge. Metal Can
- Net weight: 1.68 kg/pc
- Gross weight: 2.5 kg/pc
- Package size: 20x25x25cm

Passive Speaker:
- Speaker unit: 5-inch speaker driver
- Woofer/Bass: Paper basin with black bulletproof basin
- And Japans Jiankou foam rubber edge
- Treble: 25mm core American Dupont PEEK sound film
- Bass is strong, Treble is clear, very good sound quality
- Frequency response: 100HZ-20KHZ
- Sensitivity: 88db
- Product size: (203*145mm
- Opening cutout size: 0180mm
- Material: Metal front grille. ABS narrow edge. Metal Can
- Net weight: 1.68 kg/pc
- Gross weight: 2.5 kg/pc
- Package size: 20x25x25cm

Specifications:
Brand Name Surpass
Model Number BTC522H
Warranty 3months-1year
Certification ce
Speaker unit 5-inch coxial speaker driver
Woofer/Bass Paper basin with black bulletproof basin and Japan's Jiankou foma rubber edge



Treble 25mm core American Dupont PEEK sound film
Frequency response 100HZ-20KHZ

Sensitivity 88db
Product size 203*145mm

Opening cutout size 0180mm
Net weight 1.68 kg/pc
Gross weight 2.5 kg/pc
Package size 20x25x25cm
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